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6 April 1959
‘ SUBJECT: Trip Report - Visit te- Pactory 25X1A5:;
?25X1A5 1 l. On 959* and the undersigned 25X1AS
a visited the plent in 8, Oklahoms, to view the protc-
| type rec » for recording and playback of AS~3 or

similay transmissions.

t st the plsat byH and 25X1A
‘ is the project eng T opn the modified

showed us the prototype. It 1s not complete
and could no operated at this time. It should be ready for
tests by April.

25X1A5af
25X1A5a1

3. Basically it is s modified version of M5O 25X1A
recorder, with & verisble speed motor. Cspsten veg are
mechanically switched by & solenoid when changing from 30 IPS to
1.8 - 3.5 IPS varisble speed range. Some components of the MO
ars being relocated to make room for the low speed motor. It
i vas noted tha on hed been made for 50 cyele operation 25X1A5a1
25X1A5a1 of the mi”m that this could be sccomplished by
i changing ¢ r O drive capstans (as is done in the [JNEGEGEG
! series) by attaching the proper size eapstan to the drive
25X1A5a1 motor shaft. In other respects the prototype recorder conforms
| with specificstions.

k. 2 conventiooal MO tape transport was checked to determine
ease of revinding tape fo. repeating difficult portions of a
trensmission. With a little care this may be done by operation
! of the STOP, REJIND, and PLAY switches on the transport. If the
| tape is sllowed to come to a full stop after the STOP is activated
apd before the REWIND is started there is no possibility of
bresking the tape. An an slternative, the M50 has s CUE
function whereby the tape friction is decreased by relessing
the jam roller snd the tape may be rewound mapuslly. This
would be a siower procedure.

$. A more sophisticated ( and expensive) varisdle speed _
recorder originally desigued for BSA is built hyde This 25X1AL

recorder has a continuously variable speed drive motor for tape
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speeds of 2 to 18 IPS. This reccorder uses sn internally generated
frequency for motor drive and can be opersted from a power source
of 50 or 60 cycles and voltages between 85 to 135 valts with
alight effect on capstan speed. Nomenclature of this recorder is
APSAV-TSAS1/2.

Il .

Pistribution:
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